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1 Knuchel Farben AG

Preparation of substrate 
Sanding with K 180 sandpaper 
Cleaning the surface with a cloth  
dampened with acetone

Painting process

Process 1

1x Priming 
Art. 517 BLENDA®-FIX 1K PU all-purpose primer WV-517 
https://www.knuchel.swiss/pages/rpc/product/ 
leaflet_pdf.cfm?leaId=73&proId=517&langId=4

2x Painting 
Art. 281 BLENDA®-PUR PU coating lacquer  
G-35 silky gloss AQ 
https://www.knuchel.swiss/pages/rpc/product/ 
leaflet_pdf.cfm?leaId=62&proId=281&langId=4

Application 
Indoor and outdoor areas  
(weather-protected areas such as roof soffits)

Process 2

1x Priming 
Art.532 BLENDA®_POX 2K epoxy all-primer WV-532 
https://www.knuchel.swiss/pages/rpc/product/ 
leaflet_pdf.cfm?leaId=104&proId=532&langId=4

2x Painting  
Art. 277 BLENDA®-LUX 2K-PU enamel  
“EXTREME” WV-277 silk matt 
https://www.knuchel.swiss/pages/rpc/product/ 
leaflet_pdf.cfm?leaId=2534&proId=277&langId=4

Application 
Indoor and outdoor areas

 
Process 3

1x Priming 
Art. 351 BRICAPOX 2K epoxy primer EP-351 
https://www.knuchel.swiss/pages/rpc/product/ 
leaflet_pdf.cfm?leaId=439&proId=351&langId=4

1 – 2x Painting  
Art. 452 SILADUR 2K-PUR spray enamel  
DIAMANT DD-452 
https://www.knuchel.swiss/pages/rpc/product/ 
leaflet_pdf.cfm?leaId=740&proId=452&langId=4

Application 
Indoor and outdoor areas 

Process 4 

2x Painting 
Art. 452 SILADUR 2K-PUR spray enamel  
DIAMANT DD-452 
https://www.knuchel.swiss/pages/rpc/product/ 
leaflet_pdf.cfm?leaId=740&proId=452&langId=1

Application 
Indoor and outdoor areas

The following painting and lacquering processes were tested by the respective paint 
manufacturers on Corepel Pure substrate material. The paints were applied to panel 
samples in accordance with the manufacturers‘ specifications and then assessed after 
artificial weathering testing. All of the structures listed showed very good results after 
artificial weathering in accordance with EN 13892-8 adhesion testing. On this basis, the 
process mentioned can be approved by the paint manufacturer for the corresponding 
areas of application.
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