
DATA SHEET
Technical class
MDF.H for exterior and interior use in non-load-
bearing areas in accordance with EN 622-5

Products
XDF-N, raw natural-colored compact fiberboard
XDF-B, raw black-colored compact fiberboard

Technical product data 
Characteristics

Thickness (mm)

Density 

Internal bond

Bending strength

Modulus of elasticity 

Thickness swelling (24h)

Internal bond after boil test (EN 1087-1)

Dimensional stability length/width

Dimensional stability thickness

Surface soundness 

Biological durability

Moisture content

Formaldehyde emission E1

Reaction to fire (EU)

Pentachlorphenol (PCP)

9.4 12.4 15.4 18.4

1180 kg/m3

3.5 N/mm2

50 N/mm2

6000 N/mm2

<1.5 % 

>1.2 N/mm2

0.1 %

1 %

3.5 N/mm2

1-4 UC

6.5 %

≤ 0.05 ppm

D-s2, d0*

≤ 3 mg/kg

Norm

     –

EN 323

EN 319

EN 310

EN 310

EN 317

EN 319

EN 318

EN 318

EN 311

EN 335

EN 322

EN 717-1

EN 13986

CEN/TR 14823

*Depending on the end-use conditions in accorcande with EN 13986

Tolerances

Thickness

Length

Width

Edge straightness

Squarness

Density

± 0.2 mm

± 5.0 mm

± 4.0 mm

1.5 mm/m

2.0 mm/m

± 7%

EN 324-1

EN 324-1

EN 324-1

EN 324-2

EN 324-2

EN 323

Note: This information has been carefully compiled, but we cannot guarantee its accuracy, completeness, or timeliness. Due to ongoing product development and pos-
sible changes in standards and laws, our technical data sheets do not constitute a legally binding assurance. It is the responsibility of the user to check the suitability 
and processing of the products for the respective application and to observe the legal and technical requirements. Our general terms and conditions remain unaffected.
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